LEKE CIKARMA TABANCASI

KULLANMA KILAVUZU

Model: SY LCT 71

Siil

Baglanti ve Montaj

ao—b Filtre

Hava Girigi e——s

Sivi Girigi

Cihazin ézellikleri

* |siya ve darbeye dayamikl termoplastik dig
givde

 CrNi kapli metal aksamlar

 Kimyasal korozyona ve strtinmeye kargi
dayanikh milhendislik plastikleri

» El yapisina uygun ve hareket kabiliyetini arttiran
ergonomik tasanm

» Soduk leke gikarma makinelerinde, gerek suyla
goziilebilen lekeleri, gerekse leke goziici
kimyasal gerektiren kan, yag, boya, miirekkep
vs. gibi lekeleri gidermek igin kullanilir.

= Giysi astarlan ve gdmleklerde son iitileme

esnasinda kumasgi nemlendirirken ideal bir
yardimeidir.

= Leke glkarma makinelerinde mevcut
kompresdre baglanabilecedi gibi merkezi bir
tazyikli hava sistemine de bagh kullanilabilir.

= Tabancamn arkasindaki iki girig baglantisindan
biri hava digeri ise sivi girigidir.Bu sivi lekenin
dzelligine gore su veya dzel kimyasal sivi olabilir.

Temizlik ve Bakim

= Cihazinizi basingh hava ile tozlardan
anindirabilirsiniz. Nemli bir bez ile kolayca
silebilirsiniz. Filtreyi sik temizleyiniz.

Giivenlik ikazlan

« insan yiiziine, elektrikli cihazlara, panolara vb.
tehlike olugturabilecek yerlere sivi
puskirtmeyin, basingh hava vermeyin.

e Cihazimz su veya diger sivi malzemelerin iine
batirmayin.

IMALATG| FIRMA:

Kapali

— ——  » Hava

—X—» Hava + S

= Su veya likit baglanti ucunda filtre olarak
kullanmak iizere dzel aparat

* Tabanca kolu 3 konumludur. En agik konumda
kapalidir. Orta basili konumda yalnizea hava,
tam basildifinda ise hava + sivi karigimi
piiskirtdr.

* Kumasgin (izerine piskiirtilen sivi (su veya
kimyasal) ile leke goziiliir, daha sonra uygulanan
hava ile kumasin dzerinde leke halkalar
birakmadan gabuk kurumasi saglanr.

= Hava ve sivi girig badlantilaninda i¢ ¢capi 4 mm,
dig cap1 6 mm olgiilerinde, kullanlacak
kimyasala uygun hortum kullamniz. Bu
baglantilari iyi sikigtirin.

= Sivi emis badlantisinda filtre aparatini mutlaka
kullamniz. Filtre aparatini hortum ucuna
bagladiktan sonra sivi igine daldinmz. Hortum
iglerinin dnceden temiz olmasina dikkat ediniz.

* Cihazinizi su veya diger sivi malzemelerin igine
batirmayin.

» Cihaziniz, azami verim alabilmek igin dzel olarak
ayarlanmigtir. Liitfen firiiniin herhangi bir
pargasinda herhangi bir degisiklik yapmayiniz.

Nakliye

Tagima ve nakliye iglemini cihazin (zerindeki

igaretlemeleri ve uyanlan dikkate alarak orijinal

ambalaji ile yapiniz.

Ambalaja ve cihaza zarar verebilecek (nem, su,

darbe vs.) etkenlerden koruyunuz.
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SPOTTING GUN

INSTRUCTION MANUAL

Model: SY LCT 71

Siil

Air Entry

Liquid Entry

Device Features

+ Heat & stroke resistant thermoplastic outer
body

* Metal parts coated with CrNi

= Engineering plastics resistant to abrasion and
chemical corrosion

* Ergonomic design suitable to handfor &
increasing action capability

+ Whether to remove water soluble stains or
other stains requiring a chemical such as blood,
grease, paint, ink etc, Spotting Gun is used in
cold spotting tables to perform stain removal.

« |t is an ideal assistant for dampening a lining
or a shirt on finishing process.

« Spotting gun can be piped to a built-in
compressor of a spotting table or to a central
compressed air supply.

+ One of two pipes of the gun is for compressed
air and the latter is for the liquid. This liquid
can be both water and a special chemical
according to the characteristic of the stain.

« You can cleanse your device off the dust by
using compressed air, you can rub it off with
amoisturized cloth. Clean the filter frequently.

Safety Cautions

« DO NOT spray fluid or compressed air to the
areas that will cause danger, such as human
face, electrical devices, electric boards, etc.

« Don't immerse the device into water or any
other liquid!

MANUFACTURER:

Off

== ——» Air

SN . ir + Liguid

+ a special filter in the connection tip of the fluid
or the liquid.

« The trigger of the gun has three positions.
First is the “OFF" position that you don't need
to squeeze the trigger at all. The second position
of the lever provides only air. The third position
means a maximum squeezeing of the lever
and spray off air+liquid.

* The stain is removed by means of the spraid
liquid (water or chemical), and then the fabric
is rapidly dried by compressed air in order not
to leave rings.

» Use a hose with an inner diameter of 4mm,
and outer diameter of 6mm on the liquid and
air entries of the product. The hose must be
resistant to the chemical used. Itis strongly
required that both the entry nuts should be
tightened very well .

* Unconditionally use the filter in the connection
of fluid suck. After connecting the filter to the
hose tip, dip it into the fluid. Be careful that
the inside of the hose must be clear.

* Product is specially calibrated to obtain
maximum output. Do not go for any changes
in any part.

Shipping

Please carry out transportation and shipping by
taking into consideration the markings and
warnings on top of the device and with its original
package.

Protect from the factors (moisture, water, impacts,
etc.) that can damage the device and package.
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